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SJ323
SPECIFICATION:

Seat and back plate:  12mm thick curved 
multi-layer board, double-sided pressure high 
quality fire protection board, optional soft 
cushion, surface paste 25 cotton cut before 
palpation of high quality fabric.
Fixed table: 25mm particle board with double 
sides pressed fire protection board.
Leg: The thickness of 1.5mm high quality steel 
pipe, each foot with 2 PP plastic foot cover.
Recovery mechanism: gravity recovery mecha-
nism design.
Iron book net: by 5mm and 3mm diameter of 
the iron wire and welded together, the surface 
rust treatment after electrostatic powder 
spraying.

MingDe Series

SJ323M

SJ323Y
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SPECIFICATION:

Seat board: Multi-layer with fireproof 
board.
Back board: High density board.
Back support frame: 2.5MM hot rolled 
sheet + 6MM hot rolled sheet.
Beam: High-quality aluminum alloy, with 
pen slot on the top beam.
Writing table: Fireproof board on the 
surface of density board.
Leg: 2MM hot rolled plate + 6MM hot 
rolled plate.
Recovery function: Damping recovery 
mechanism. 
Seat cover/beam cover: High quality PP.
Screw: Expansion nut + screw.

SJ307
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SJ317

SPECIFICATION:

Seat board: Multi-layer with fireproof 
board.
Back board: High density board.
Back support frame: 2.5MM hot rolled 
sheet + 6MM hot rolled sheet.
Beam: High-quality aluminum alloy, with 
pen slot on the top beam.
Writing table: Fireproof board on the 
surface of density board.
Leg: 2MM hot rolled plate + 6MM hot 
rolled plate.
Recovery function: Damping recovery 
mechanism. 
Seat cover/beam cover: High quality PP.
Screw: Expansion nut + screw.
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SPECIFICATION:

Leg: Aluminum alloy integrated die casting 
molding.
Seat, backboard: multi-layer rotary cut wood 
surface pressure fire protection board.
Recovery function: Gravity recovery mechanism.

SJ308M
SJ308MF

SPECIFICATION:

Leg: High-quality aluminum alloy.
Seat /back: Multi-layer board surface pro-
cess fireproof board.
Writing table: High-density board surface 
process fireproof board.
Book net: High quality φ3mm*φ5mm cold 
drawn steel.
Recovery function: Gravity recovery mech-
anism. 
Screw: Expansion nut + screw.

SJ309M
SJ309MF
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SPECIFICATION:

Leg: High-quality aluminum alloy.
Seat /back: (PU material)+multi-layer 
board +steel plate.
Writing table: High-density board surface 
process fireproof board.
Book net: High quality φ3mm*φ5mm cold 
drawn steel.
Recovery function: Gravity recovery mech-
anism. 
Screw: Expansion nut + screw.

SJ309PU
SJ309PUF
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SJ308PU
SJ308PUF

SPECIFICATION:

Leg: High-quality aluminum alloy.
Seat /back: (PU material) +multi-layer 
board +steel plate.
Writing table: High-density board surface 
process fireproof board.
Book net: High quality φ3mm*φ5mm cold 
drawn steel.
Recovery function: Gravity recovery mech-
anism. 
Screw: Expansion nut + screw.



SPECIFICATION:

Leg: High-quality aluminum alloy.
Seat /back:Made of high quality birch veneer by 
hot pressing mold.
Writing table: Use medium fiber board surface 
cold - pressed high - quality fire - proof board.
Book net: The use of 4mm powder iron after 
molding.
Recovery function: Gravity recovery mechanism. 
Screw: Expansion nut + screw.

SJ308

SJ3082YF
SJ3081

SJ3083YF
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SJ302



169 / 170

PROJECT
CASE

Yunnan Qujing City No. 1 Middle school new campus

Nankai university

PROJECT CASE
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SJ2101

SPECIFICATION:

Desktop: MDF with injection molding edge, 
using high quality PP book bucket, the 
structure is strong and durable against 
pressure .
Desk Frame: Stand foot base adopts PP 
tube, lifting inner tube adopts steel round 
tube, surface spraying treatment, with 
lifting system.
Seat & Back shell: Using new &environmen-
tal PP material injection mold molding.
Function: Manual lifting, good treatment 
without problems of cracks, welding, weld-
ing nodules and so on.

SPECIFICATION:

Desk top:  ABS formed by a large injection 
molding machine, Pen slot design integrated 
injection molding, storage pen, prevent falling, 
Table bucket: using new material of PP , plastic 
injection molding;
Desk Frame: Frame adopts high quality oval 
tube, surface with high temperature spray treat-
ment, with hidden adjustable lifting system;
Seat & Back shell: Using new PP material with 
injection molding.
Chair Frame: the up & down tubes of the chair 
frame are oval tubes, the surface treated with 
high temperature spray, with hidden adjustable 
lifting system;

SJ2102
ZhiLi SeriesZhiLi Series
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SPECIFICATION:

Desk Frame: Frame shaped by bending and weld-
ing of high-quality steel pipe. Non-slip rubber 
covers are installed at the feet.
Desktop: high-density environmental melamine 
plate with molded injection edge;
Table bucket: Using new PP material with injec-
tion molding.
Desk Frame: Oval steel pipe;
Desk Feet: Oval steel pipe;
Seat & Back shell: HDPE plastic injection molding.

SJ2104

SPECIFICATION:

Desk Frame: Frame shaped by bending and 
welding of high-quality steel pipe. Non-slip 
rubber covers are installed at the feet.
Desktop:  high-densi ty  env i ronmental  
melamine plate with molded injection edge; 
Design with pen slot.
Table bucket: Using new PP material with 
injection molding.
Seat & Back shell: HDPE plastic injection 
molding, the seat is flexible and comfortable.

SJ2103
ZhiLi SeriesZhiLi Series
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SPECIFICATION:

SJ2105
ZhiLi Series

SPECIFICATION:

Desk: ABS panel with cup holder, 
measuring scale, pen slot; PP plastic 
molding of the drawer.
Chair: PP plastic molding.
Desk and chair rack: oval steel tube, 
integrated standing feet.

SJ2106
ZhiLi Series

Desk: Using high-density environ-
mental melamine board with PVC 
edge sealing, PP plastic molding of 
the drawer.
Chair: PP plastic molding.
Desk and chair rack: oval steel tube, 
integrated standing feet.
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SPECIFICATION:

Desktop: There are two layers, the top layer of PP material, 
the bottom layer is ABS material, rounded desktop with pen 
slot.
Desk bucket: PP injection molding, left and right sides of the 
bucket are provided with hooks and grooves .
Desk Frame: the outer pipe, the inner pipe and the beam are 
made of high quality oval steel pipe.
Chair: The backplane is double-layer structure with 28 gears, 
which can be adjusted and freely retractable. The backplane 
can be tilted back 135 degrees and equipped with a lock at 
back.
Chair Frame: The outer pipe, the inner pipe and the beam 
are made of high quality oval steel pipe.
Optional: Armrest or storage box. 

SPECIFICATION:

Desktop: Adopts a double-layer design, the top layer is 
PP material, the bottom layer is ABS material, the left 
and right sides are provided with clasps, which can be 
removed and replaced if need, desk top with rounded 
corners and pen slot .
Desk bucket: PP injection molding, left and right sides of 
the bucket are provided with hooks and grooves .
Table Frame: high quality oval steel pipe & PP foot pad.
Chair seat & back : PP and fiber glass with injection 
molded.
Chair feet: high quality oval steel pipe.

SJ2108 SJ2109
ZhiLi Series ZhiLi Series
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SPECIFICATION:

Desktop: High quality ABS panel with pen slot.
Desk bucket: PP injection molding; The drawer 
design with three space types adjustable, the top of 
the desktop is equipped with 2 grooves.
Chair seat & back : PP injection molding; An oval 
handle hole in the upper of the back plate, air holes 
design which making it comfortable to sit.
Chair feet: high-quality steel pipe, surface with elec-
trostatic powder spraying, anti-rust and scratch 
resistance.
Optional: Plastic basket.

SJ2110
ZhiLi Series
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PROJECT CASE

Project Case

Project Case

ZHILI
SERIES



MingYue Series

08
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SJ2001 SJ2002
MingYue Series MingYue Series
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MATERIAL
&COLOUR
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SJ2003
MingYue Series
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01. 02.

FIRE-PROOF PLATE COLOR

Azure Blue

Light Maple

Light Green

Warm White

White Maple Brown Red

Yellow Beech Red Beech

Walnut BrownApple Wood

WRITING TABLE

SJ-006SJ-003SJ-002 SJ-008

SJ-K03SJ-K02SJ-K01 SJ-K11

SJ-009

SJ-106SJ-103SJ-102 SJ-108 SJ-109

WOOD COLOUR

Auditorium chair wood grain colour renderings

Sealing Paint

Open Paint
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Fabric color renderingsFabric color renderings

NORMAL FABRIC ADVANCED FABRIC



03.
Fabric color renderings

NORMAL FABRIC

03.
Fabric color renderings

ADVANCED FABRIC


